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Taper    roller    bearing

Tapered roller bearings are separable bearings. The 
inner and outer rings of the bearings have tapered 
raceways. This type of bearing is divided into single 
row, double row and four row tapered roller bearings 
according to the number of rows of rollers installed. 
Single row tapered roller bearings can bear radial load 
and single direction axial load. When the bearing bears 
radial load, an axial force component will be generated, 
so another bearing that can bear the axial force in the 
opposite direction is required for balance.

ITEM BRAND ID (MM) OD (MM) B (MM) W (KG)

30202 LSCB 15 35 12 0.05

30203 LSCB 17 40 13.25 0.079

30204 LSCB 20 47 15.25 0.126

30205 LSCB 25 52 16.25 0.154

30206 LSCB 30 62 17.25 0.231

30207 LSCB 35 72 18.25 0.331

30208 LSCB 40 80 19.75 0.422

30209 LSCB 45 85 20.75 0.474

30210 LSCB 50 90 21.75 0.529

30211 LSCB 55 100 22.75 0.713

30212 LSCB 60 110 23.75 0.904

30213 LSCB 65 120 24.75 1.130 

30214 LSCB 70 125 26.75 1.260 

30215 LSCB 75 130 27.75 1.360 

30216 LSCB 80 140 28.75 1.670 

30217 LSCB 85 150 30.5 2.060 

30218 LSCB 90 160 32.5 2.540 

30219 LSCB 95 170 34.5 3.040 

30220 LSCB 100 180 37 3.720 

30221 LSCB 105 190 39 4.380 

30222 LSCB 110 200 41 5.210 

30224 LSCB 120 215 43.5 6.200 

30226 LSCB 130 230 43.75 6.940 

30228 LSCB 140 250 45.75 8.730 
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Taper    roller    bearing

Tapered roller bearings are separable bearings. The 
inner and outer rings of the bearings have tapered 
raceways. This type of bearing is divided into single 
row, double row and four row tapered roller bearings 
according to the number of rows of rollers installed. 
Single row tapered roller bearings can bear radial load 
and single direction axial load. When the bearing bears 
radial load, an axial force component will be generated, 
so another bearing that can bear the axial force in the 
opposite direction is required for balance.

ITEM BRAND ID (MM) OD (MM) B (MM) W (KG)

30230 LSCB 150 270 49 10.8

30232 LSCB 160 290 52 13.3

30236 LSCB 180 320 58 17.8

30240 LSCB 200 360 65 27.8

30244 LSCB 220 400 73 35.5

30248 LSCB 240 440 79 49

30252 LSCB 260 480 89 60.7

30260 LSCB 300 540 96 80.6

30264 LSCB 320 580 104 105.6
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Taper    roller    bearing

Tapered roller bearings are separable bearings. The 
inner and outer rings of the bearings have tapered 
raceways. This type of bearing is divided into single 
row, double row and four row tapered roller bearings 
according to the number of rows of rollers installed. 
Single row tapered roller bearings can bear radial load 
and single direction axial load. When the bearing bears 
radial load, an axial force component will be generated, 
so another bearing that can bear the axial force in the 
opposite direction is required for balance.

ITEM BRAND ID (MM) OD (MM) B (MM) W (KG)

30302 LSCB 15 42 14.5 0.095

30303 LSCB 17 47 15.25 0.129

30304 LSCB 20 52 16.25 0.165

30305 LSCB 25 62 18.25 0.263

30306 LSCB 30 72 20.75 0.387

30307 LSCB 35 80 22.75 0.515

30308 LSCB 40 90 25.25 0.747

30309 LSCB 45 100 27.25 0.954

30310 LSCB 50 110 29.25 1.280 

30311 LSCB 55 120 31.5 1.630 

30312 LSCB 60 130 33.5 1.990 

30313 LSCB 65 140 36 2.440 

30314 LSCB 70 150 38 2.980 

30315 LSCB 75 160 40 3.570 

30316 LSCB 80 170 42.5 4.270 

30317 LSCB 85 180 44.5 4.960 

30318 LSCB 90 190 46.5 5.800 

30319 LSCB 95 200 49.5 6.800 

30320 LSCB 100 215 51.5 8.220 

30321 LSCB 105 225 53.5 9.380 

30322 LSCB 110 240 54.5 11.000 

30324 LSCB 120 260 59.5 14.200 

30326 LSCB 130 280 63.75 17.400 

30328 LSCB 140 300 67.75 21.200 
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Taper    roller    bearing

Tapered roller bearings are separable bearings. The 
inner and outer rings of the bearings have tapered 
raceways. This type of bearing is divided into single 
row, double row and four row tapered roller bearings 
according to the number of rows of rollers installed. 
Single row tapered roller bearings can bear radial load 
and single direction axial load. When the bearing bears 
radial load, an axial force component will be generated, 
so another bearing that can bear the axial force in the 
opposite direction is required for balance.

ITEM BRAND ID (MM) OD (MM) B (MM) W (KG)

30330 LSCB 150 320 72 27.4

30332 LSCB 160 340 75 32.96

30334 LSCB 170 360 80 35.6

30336 LSCB 180 380 83 39.7

30338 LSCB 190 400 86 46

30340 LSCB 200 420 89 52.3

30344 LSCB 220 460 97 69

30348 LSCB 240 500 105 92.6
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Taper    roller    bearing

Tapered roller bearings are separable bearings. The 
inner and outer rings of the bearings have tapered 
raceways. This type of bearing is divided into single 
row, double row and four row tapered roller bearings 
according to the number of rows of rollers installed. 
Single row tapered roller bearings can bear radial load 
and single direction axial load. When the bearing bears 
radial load, an axial force component will be generated, 
so another bearing that can bear the axial force in the 
opposite direction is required for balance.

ITEM BRAND ID (MM) OD (MM) B (MM) W (KG)

31303 LSCB 17 47 15.25 0.13

31305 LSCB 25 62 18.25 0.262

31306 LSCB 30 72 20.75 0.392

31307 LSCB 35 80 22.75 0.514

31308 LSCB 40 90 25.25 0.727

31309 LSCB 45 100 27.25 0.944

31310 LSCB 50 110 29.25 1.210 

31311 LSCB 55 120 31.5 1.560 

31312 LSCB 60 130 33.5 1.900 

31313 LSCB 65 140 36 2.370 

31314 LSCB 70 150 38 2.860 

31315 LSCB 75 160 40 3.380 

31316 LSCB 80 170 42.5 4.090 

31317 LSCB 85 180 45 4.910 

31318 LSCB 90 190 47 5.530 

31319 LSCB 95 200 50 6.840 

31320 LSCB 110 240 63 11.000 

31324 LSCB 120 260 68 15.600 

31326 LSCB 130 280 64.5 18.900 

31328 LSCB 140 300 77.5 17.400 

31332 LSCB 160 340 88 29.900 
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Taper    roller    bearing

Tapered roller bearings are separable bearings. The 
inner and outer rings of the bearings have tapered 
raceways. This type of bearing is divided into single 
row, double row and four row tapered roller bearings 
according to the number of rows of rollers installed. 
Single row tapered roller bearings can bear radial load 
and single direction axial load. When the bearing bears 
radial load, an axial force component will be generated, 
so another bearing that can bear the axial force in the 
opposite direction is required for balance.

ITEM BRAND ID (MM) OD (MM) B (MM) W (KG)

32004X LSCB 20 42 15 0.095

32005X LSCB 25 47 15 0.11

32006X LSCB 30 55 17 0.17

32007X LSCB 35 62 18 0.224

32008X LSCB 40 68 19 0.267

32009X LSCB 45 75 20 0.337

32010X LSCB 50 80 20 0.366

32011X LSCB 55 90 23 0.551

32012X LSCB 60 95 23 0.584

32013X LSCB 65 100 23 0.620 

32014X LSCB 70 110 25 0.839

32015X LSCB 75 115 25 0.875

32016X LSCB 80 125 29 1.270 

32017X LSCB 85 130 29 1.320 

32018X LSCB 90 140 32 1.720 

32019X LSCB 95 145 32 1.790 

32020X LSCB 100 150 32 1.850 

32021X LSCB 105 160 35 2.400 

32022X LSCB 110 170 38 3.020 

32024X LSCB 120 180 38 3.180 

32026X LSCB 130 200 45 4.940 

32028X LSCB 140 210 45 5.150 

32030X LSCB 150 225 48 6.250 

32032X LSCB 160 240 51 7.660 
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Taper    roller    bearing

Tapered roller bearings are separable bearings. The 
inner and outer rings of the bearings have tapered 
raceways. This type of bearing is divided into single 
row, double row and four row tapered roller bearings 
according to the number of rows of rollers installed. 
Single row tapered roller bearings can bear radial load 
and single direction axial load. When the bearing bears 
radial load, an axial force component will be generated, 
so another bearing that can bear the axial force in the 
opposite direction is required for balance.

ITEM BRAND ID (MM) OD (MM) B (MM) W (KG)

32034X LSCB 170 260 57 10.4

32036X LSCB 180 280 64 14.1

32038X LSCB 190 290 64 14.6

32040X LSCB 200 310 70 18.9

32044X LSCB 220 340 76 23.3

32048X LSCB 240 360 76.5 24.0 

32052X LSCB 260 400 87.7 36.9

32056X LSCB 280 420 87.7 39.6

32060X LSCB 300 460 100.7 55.9

32064X LSCB 320 480 100.7 59.0 
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Taper    roller    bearing

Tapered roller bearings are separable bearings. The 
inner and outer rings of the bearings have tapered 
raceways. This type of bearing is divided into single 
row, double row and four row tapered roller bearings 
according to the number of rows of rollers installed. 
Single row tapered roller bearings can bear radial load 
and single direction axial load. When the bearing bears 
radial load, an axial force component will be generated, 
so another bearing that can bear the axial force in the 
opposite direction is required for balance.

ITEM BRAND ID (MM) OD (MM) B (MM) W (KG)

32204 LSCB 20 47 19.25 0.151

32205 LSCB 25 52 19.25 0.199

32206 LSCB 30 62 21.25 0.287

32207 LSCB 35 72 24.25 0.445

32208 LSCB 40 80 24.75 0.532

32209 LSCB 45 85 24.75 0.573

32210 LSCB 50 90 24.75 0.594

32211 LSCB 55 100 26.75 0.626

32212 LSCB 60 110 29.75 0.853

32213 LSCB 65 120 32.75 1.170 

32214 LSCB 70 125 33.25 1.550 

32215 LSCB 75 130 33.25 1.640 

32216 LSCB 80 140 35.25 1.740 

32217 LSCB 85 150 38.5 2.130 

32218 LSCB 90 160 42.5 2.680 

32219 LSCB 95 170 45.5 3.440 

32220 LSCB 100 180 49 4.240 

32221 LSCB 105 190 53 5.100 

32222 LSCB 110 200 56 6.260 

32224 LSCB 120 215 61.5 7.430 

32226 LSCB 130 230 67.75 9.260 

32228 LSCB 140 250 71.75 11.400 

32230 LSCB 150 270 77 14.400 

32232 LSCB 160 290 84 18.200 
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Taper    roller    bearing

Tapered roller bearings are separable bearings. The 
inner and outer rings of the bearings have tapered 
raceways. This type of bearing is divided into single 
row, double row and four row tapered roller bearings 
according to the number of rows of rollers installed. 
Single row tapered roller bearings can bear radial load 
and single direction axial load. When the bearing bears 
radial load, an axial force component will be generated, 
so another bearing that can bear the axial force in the 
opposite direction is required for balance.

ITEM BRAND ID (MM) OD (MM) B (MM) W (KG)

32234 LSCB 170 310 91 23.3

32236 LSCB 180 320 91 28.6

32238 LSCB 190 340 97 29.9

32240 LSCB 200 360 104 36.1

32244 LSCB 220 400 125 43.2

32248 LSCB 240 440 128 48.1

32252 LSCB 260 480 137 81.3
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Taper    roller    bearing

Tapered roller bearings are separable bearings. The 
inner and outer rings of the bearings have tapered 
raceways. This type of bearing is divided into single 
row, double row and four row tapered roller bearings 
according to the number of rows of rollers installed. 
Single row tapered roller bearings can bear radial load 
and single direction axial load. When the bearing bears 
radial load, an axial force component will be generated, 
so another bearing that can bear the axial force in the 
opposite direction is required for balance.

ITEM BRAND ID (MM) OD (MM) B (MM) W (KG)

32303 LSCB 17 47 20.5 0.171

32304 LSCB 20 52 22.5 0.256

32305 LSCB 25 62 25.25 0.368

32306 LSCB 30 72 28.75 0.562

32307 LSCB 35 80 32.75 0.763

32308 LSCB 40 90 35.25 1.040 

32309 LSCB 45 100 38.25 1.400 

32310 LSCB 50 110 42.25 1.890 

32311 LSCB 55 120 45.5 2.370 

32312 LSCB 60 130 48.5 2.900 

32313 LSCB 65 140 51 3.510 

32314 LSCB 70 150 54 4.340 

32315 LSCB 75 160 58 5.370 

32316 LSCB 80 170 61.5 6.380 

32317 LSCB 85 180 63.5 7.310 

32318 LSCB 90 190 67.5 8.810 

32319 LSCB 95 200 71.5 10.100 

32320 LSCB 100 215 77.5 13.000 

32321 LSCB 105 225 81.5 14.800 

32322 LSCB 110 240 84.5 17.800 

32324 LSCB 120 260 90.5 22.100 

32326 LSCB 130 280 99.5 26.600 

32328 LSCB 140 300 102 35.3

32330 LSCB 150 320 114 37.1
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Taper    roller    bearing

Tapered roller bearings are separable bearings. The 
inner and outer rings of the bearings have tapered 
raceways. This type of bearing is divided into single 
row, double row and four row tapered roller bearings 
according to the number of rows of rollers installed. 
Single row tapered roller bearings can bear radial load 
and single direction axial load. When the bearing bears 
radial load, an axial force component will be generated, 
so another bearing that can bear the axial force in the 
opposite direction is required for balance.

ITEM BRAND ID (MM) OD (MM) B (MM) W (KG)

32334 LSCB 170 360 127 58.3

32336 LSCB 180 380 134 66.8
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Taper    roller    bearing

Tapered roller bearings are separable bearings. The 
inner and outer rings of the bearings have tapered 
raceways. This type of bearing is divided into single 
row, double row and four row tapered roller bearings 
according to the number of rows of rollers installed. 
Single row tapered roller bearings can bear radial load 
and single direction axial load. When the bearing bears 
radial load, an axial force component will be generated, 
so another bearing that can bear the axial force in the 
opposite direction is required for balance.

ITEM BRAND ID (MM) OD (MM) B (MM) W (KG)

32904X LSCB 22 40 12 0.065

32905X LSCB 28 45 12 0.067

32906X LSCB 32 52 14 0.106

32907X LSCB 35 55 14 0.114

32908X LSCB 40 62 15 0.160 

32909X LSCB 45 68 15 0.190 

32910X LSCB 50 72 15 0.181

32911X LSCB 55 80 17 0.270 

32912X LSCB 60 85 17 0.279

32913X LSCB 65 90 17 0.32

32914X LSCB 70 100 20 0.49

32915X LSCB 75 105 20 0.49

32916X LSCB 80 110 20 0.521

32917X LSCB 85 120 23 0.767

32918X LSCB 90 125 23 0.796

32919X LSCB 95 130 23 0.85

32920X LSCB 100 140 25 1.12

32921X LSCB 105 145 25 1.2

32922X LSCB 110 150 25.4 1.18

32924X LSCB 120 165 30 1.77

32926X LSCB 130 180 32.5 2.31

32928X LSCB 140 190 32.5 2.43

32930X LSCB 150 210 38.5 3.56

32932X LSCB 160 220 38.5 3.79
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Taper    roller    bearing

Tapered roller bearings are separable bearings. The 
inner and outer rings of the bearings have tapered 
raceways. This type of bearing is divided into single 
row, double row and four row tapered roller bearings 
according to the number of rows of rollers installed. 
Single row tapered roller bearings can bear radial load 
and single direction axial load. When the bearing bears 
radial load, an axial force component will be generated, 
so another bearing that can bear the axial force in the 
opposite direction is required for balance.

ITEM BRAND ID (MM) OD (MM) B (MM) W (KG)

32934X LSCB 170 230 38.5 3.86

32938X LSCB 190 260 45.5 6.52

32940X LSCB 200 280 51.5 8.86

32944X LSCB 220 300 51.5 10.1

32948X LSCB 240 320 52.5 10.8

32952X LSCB 260 360 64.5 19.2

32956X LSCB 280 380 63.5 19.8

32960X LSCB 300 420 76.5 28.9

32964X LSCB 320 440 76.5 44.7

32968X LSCB 340 460 76.5 34.3

32972X LSCB 360 480 76.5 36.6
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Taper    roller    bearing

Tapered roller bearings are separable bearings. The 
inner and outer rings of the bearings have tapered 
raceways. This type of bearing is divided into single 
row, double row and four row tapered roller bearings 
according to the number of rows of rollers installed. 
Single row tapered roller bearings can bear radial load 
and single direction axial load. When the bearing bears 
radial load, an axial force component will be generated, 
so another bearing that can bear the axial force in the 
opposite direction is required for balance.

ITEM BRAND ID (MM) OD (MM) B (MM) W (KG)

350210X2 LSCB 50 90 49 1.21

352208 LSCB 40 80 55 1.21

352209 LSCB 45 85 55 1.49

352210 LSCB 50 90 55 1.34

352211 LSCB 55 100 75 1.9

352212 LSCB 60 120 75 2.76

352213 LSCB 65 120 75 3.39

352214 LSCB 70 125 75 3.51

352215 LSCB 75 130 75 3.64

352216 LSCB 80 140 80 4.97

352217 LSCB 85 150 ]85 5.67

352218 LSCB 90 160 95 7.46

352219 LSCB 95 170 100 9.02

352220 LSCB 100 180 112 10.7

352221 LSCB 105 190 115 13.1

352222 LSCB 110 200 125 16.4

352224 LSCB 120 211 132 19

352226 LSCB 130 230 150 26.5

352228 LSCB 140 250 158 30.6

352230 LSCB 150 270 170 40.4

352232 LSCB 160 290 180 46.2

352236 LSCB 180 320 190 62.7

352240 LSCB 200 360 218 93.3
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Taper    roller    bearing

Tapered roller bearings are separable bearings. The 
inner and outer rings of the bearings have tapered 
raceways. This type of bearing is divided into single 
row, double row and four row tapered roller bearings 
according to the number of rows of rollers installed. 
Single row tapered roller bearings can bear radial load 
and single direction axial load. When the bearing bears 
radial load, an axial force component will be generated, 
so another bearing that can bear the axial force in the 
opposite direction is required for balance.

ITEM BRAND ID (MM) OD (MM) B (MM) W (KG)

33005 LSCB 25 47 17 0.131

33006 LSCB 30 55 20 0.208

33007 LSCB 35 62 21 0.267

33008 LSCB 40 68 22 0.322

33009 LSCB 45 75 24 0.414

33010 LSCB 50 80 24 0.452

33011 LSCB 55 90 27 0.672

33012 LSCB 60 95 27 0.713

33013 LSCB 65 100 27 0.758

33014 LSCB 70 110 31 1.110 

33015 LSCB 75 115 31 1.180 

33016 LSCB 80 125 36 1.650 

33017 LSCB 85 130 36 1.750 

33018 LSCB 90 140 39 2.157

33019 LSCB 95 145 39 2.300 

33020 LSCB 100 150 39 2.400 

33021 LSCB 105 160 43 3.050 

33022 LSCB 110 170 47 3.775

33024 LSCB 120 180 48 4.2

33026 LSCB 130 200 55 6.19

33028 LSCB 140 210 56 6.57

33030 LSCB 150 225 59 8
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Taper    roller    bearing

Tapered roller bearings are separable bearings. The 
inner and outer rings of the bearings have tapered 
raceways. This type of bearing is divided into single 
row, double row and four row tapered roller bearings 
according to the number of rows of rollers installed. 
Single row tapered roller bearings can bear radial load 
and single direction axial load. When the bearing bears 
radial load, an axial force component will be generated, 
so another bearing that can bear the axial force in the 
opposite direction is required for balance.

ITEM BRAND ID (MM) OD (MM) B (MM) W (KG)

33108 LSCB 40 75 26 0.51

33109 LSCB 45 80 26 0.552

33110 LSCB 50 85 26 0.597

33111 LSCB 55 95 30 0.877

33112 LSCB 60 100 30 0.895

33113 LSCB 65 110 34 1.320 

33114 LSCB 70 120 37 1.710 

33115 LSCB 75 125 37 1.796

33116 LSCB 80 130 37 1.880 

33117 LSCB 85 140 41 2.510 

33118 LSCB 90 150 45 3.216

33119 LSCB 95 160 49 4

33120 LSCB 100 168 40 4.29

33122 LSCB 110 180 43 5.55

33124 LSCB 120 200 48 7.8
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Taper    roller    bearing

Tapered roller bearings are separable bearings. The 
inner and outer rings of the bearings have tapered 
raceways. This type of bearing is divided into single 
row, double row and four row tapered roller bearings 
according to the number of rows of rollers installed. 
Single row tapered roller bearings can bear radial load 
and single direction axial load. When the bearing bears 
radial load, an axial force component will be generated, 
so another bearing that can bear the axial force in the 
opposite direction is required for balance.

ITEM BRAND ID (MM) OD (MM) B (MM) W (KG)

33205 25 52 22 0.23

33206 30 62 25 0.355

33207 35 72 28 0.524

33208 40 80 32 0.715

33209 45 85 32 0.77

33210 50 90 32 0.867

33211 55 100 35 1.18

33212 60 110 38 1.56

33213 65 120 41 2.04

33214 70 125 41 2.15

33215 75 130 41 2.25

33216 80 140 46 2.94

33217 85 150 49 3.56

33218 90 160 55 4.69

33219 95 170 58 5.54

33220 100 180 63 6.40 

33221 105 190 68 8.4
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Taper    roller    bearing

Tapered roller bearings are separable bearings. The 
inner and outer rings of the bearings have tapered 
raceways. This type of bearing is divided into single 
row, double row and four row tapered roller bearings 
according to the number of rows of rollers installed. 
Single row tapered roller bearings can bear radial load 
and single direction axial load. When the bearing bears 
radial load, an axial force component will be generated, 
so another bearing that can bear the axial force in the 
opposite direction is required for balance.

ITEM BRAND ID (MM) OD (MM) B (MM) W (KG)

33113X2 65 110 31 1.1

33114X2 70 117 33 1.33

30615 75 130 41 2.17

33116X2 80 140 45 2.74

30617 85 157 47.65 3.95

30618 90 170 62 6.07

30619 95 160 47 3.79

30621X2 105 170 57 5.72

T5GD065 65 140 51 3.75

T5GD070 70 150 54 3.96

30613 60 120 46 2.22

T2EE100 100 165 41

3002 55 130 39

3984/20 66.675 112.713 30.163 1.12

462/453X 57.15 104.775 60.163 1.01

HM518445/10 88.9 152.4 39.688 2.9

HM220149/10 100 157 42 2.79

LM11749/10 17.462 39.875 14.45 0.087

LM11949/10 19.05 45.239 46.434 0.124

LM45449/10 29 50.292 14.224 0.11

LM48449/10 34.975 65.084 18.031 0.254
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Taper    roller    bearing

Tapered roller bearings are separable bearings. The 
inner and outer rings of the bearings have tapered 
raceways. This type of bearing is divided into single 
row, double row and four row tapered roller bearings 
according to the number of rows of rollers installed. 
Single row tapered roller bearings can bear radial load 
and single direction axial load. When the bearing bears 
radial load, an axial force component will be generated, 
so another bearing that can bear the axial force in the 
opposite direction is required for balance.

ITEM BRAND ID (MM) OD (MM) B (MM) W (KG)

LM104948/10 50 82 21.5 0.419

LM104949/10 50.8 82.55 23.622 0.442

HM212049/10 66.675 122.238 38.1 1.52

HM218248/10 89.975 146.975 40 2.52

594/592A 95.25 152.4 39.688 2.489

28584/21 52.388 92.075 24.068 0.674

28985/20 60.325 101.2 25.4 0.801

28680/22 55.562 87.63 21.608 0.854

29590/22 66.675 107.95 25.4 0.855

29587/20 63.7 107.95 25.4 0.901

LM12749/10 22 45.237 15.494 0.116

LM44649/10 35.988 50.292 14.224 0.124

LM44643/10 35.4 50.292 14.224 0.134

LM29749/10 31.4 65.088 18.034 0.233

LM29748/10 31.4 65.088 18.034 0.232

LM68149/10 35 59.131 15.875 0.173

LM67048/10 31.75 59.131 15.875 0.179

LM69349/10 38 63 17 0.198

LM102949/10 45.242 73.431 19.558 0.321

HM81649/10 16 47 21 0.191

HM89446/10 34.925 76.2 29.37 0.653

LM603049/10 45.242 77.788 19.842 0.354

LM501349/10 41.275 73.431 19.588 0.334

25590/20 45.618 82.931 23.813 0.539
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Taper    roller    bearing

Tapered roller bearings are separable bearings. The 
inner and outer rings of the bearings have tapered 
raceways. This type of bearing is divided into single 
row, double row and four row tapered roller bearings 
according to the number of rows of rollers installed. 
Single row tapered roller bearings can bear radial load 
and single direction axial load. When the bearing bears 
radial load, an axial force component will be generated, 
so another bearing that can bear the axial force in the 
opposite direction is required for balance.

ITEM BRAND ID (MM) OD (MM) B (MM) W (KG)

25878/20 34.925 73.025 23.812 0.459

336/332 41.275 80 21 0.46

339/332 35 80 21 0.53

344/332 40 80 21 0.47

355/353D 44.45 90.119 50.8 1.38

358/354A 45 85 20.638 0.5

359S/354 46.038 85 20.638 0.48

365/362 50 90 20.638 0.51

366/362A 50 88.9 20.638 0.51

368/363 50 90 20 0.54

369A/362A 47.625 88.9 20.638 0.54

375/374 50.8 93.264 20.638 0.59

385/382A 55 98.425 21 0.61

387A/382A 57.15 96.838 21 0.57

388A/384 57.531 100 21 0.63

389A/382A 55.575 96.838 21 0.93

390/394 57.15 110 22 0.86

392/394 61.912 110 22 0.82

395/394A 63.5 110 22 1.04

396/394A 50 110 22 0.89

397/394A 60 110 22 0.89

398/394A 50.8 110 22 1.03

399A/394A 61.912 110 22 0.74

418/414 38.1 88.5 26.988 0.82
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Taper    roller    bearing

Tapered roller bearings are separable bearings. The 
inner and outer rings of the bearings have tapered 
raceways. This type of bearing is divided into single 
row, double row and four row tapered roller bearings 
according to the number of rows of rollers installed. 
Single row tapered roller bearings can bear radial load 
and single direction axial load. When the bearing bears 
radial load, an axial force component will be generated, 
so another bearing that can bear the axial force in the 
opposite direction is required for balance.

ITEM BRAND ID (MM) OD (MM) B (MM) W (KG)

419/414 41.275 88.5 26.988 0.77

420/414 40 88.5 26.988 0.79

436/432 46.038 92.25 27.783 0.9

440/432 38.1 92.25 27.783 1.03

455/453X 50.8 107.95 30.162 1.17

456/453X 53.975 104.775 30.162 1.1

460/463X 44.45 104.775 30.162 1.27

466/453X 54.988 104.775 30.162 1.08

469/453X 57.15 104.775 30.162 1.03

475/472 55 120 29.794 1.64

480/472 68.262 120 29.794 1.34

484/472 70 120 29.794 1.3

495/492A 82.55 133.35 30.162 1.68

496/493 80.962 136.525 30.162 1.65

497/493 85.725 136.525 30.162 1.5

498/493 84.138 136.525 30.162 1.55

525/522 38.1 101.6 34.925 1.47

529/522 50.8 101.6 34.925 1.23

528/522 47.625 101.6 34.925 1.29

535/532A 44.45 111.125 38.1 1.84

539/532A 53.975 111.125 38.1 1.61

543/532A 40 107.95 36.512 1.74

555/552A 50.8 123.825 38.1 2.3

558/552A 60.333 123.825 38.1 2.06
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Taper    roller    bearing

Tapered roller bearings are separable bearings. The 
inner and outer rings of the bearings have tapered 
raceways. This type of bearing is divided into single 
row, double row and four row tapered roller bearings 
according to the number of rows of rollers installed. 
Single row tapered roller bearings can bear radial load 
and single direction axial load. When the bearing bears 
radial load, an axial force component will be generated, 
so another bearing that can bear the axial force in the 
opposite direction is required for balance.

ITEM BRAND ID (MM) OD (MM) B (MM) W (KG)

560S/552A 66.675 123.825 38.1 1.83

565/563 63.5 127 36.512 2.08

567/563 73.025 127 36.512 1.84

570/563 68.262 127 36.512 1.94

575/572 76.2 139.992 36.512 2.37

576/572 73.025 139.992 36.512 2.47

580/572 82.55 139.7 36.512 2.14

590/592 76.2 152.4 39.688 3.25

593/592 88.9 152.4 39.688 2.75

619/612 50.8 120.65 41.275 2.6

621/612 53.975 120.65 41.275 2.18

623/612 57.15 120.65 41.275 2.09

636/632 53.975 136.525 41.275 3.1

639/632 63.5 136.525 41.275 2.81

641/632 66.675 136.525 41.275 2.71

655/652 69.85 152.4 41.275 3.25

657/652 73.025 152.4 41.275 3.15

659/653 76.2 146.05 41.275 3.02

677/672 85.725 168.275 41.275 4.12

679/672 88.9 168.275 41.275 3.98

681/672 92.075 168.275 41.275 3.83

740/742 80.962 150.089 44.45 3.39

744/742 73.025 150.089 44.45 3.75

745A/742 69.85 155.575 44.45 3.88
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